
DATACOM 
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Operating temperature

SM G657 A1, A2, A3
RAL 9010

SM G.652D RAL 1021 MM 50/1025 OM2
RAL 2003

MM 50/1025 OM3
RAL 6027

MM 50/1025 OM4
RAL 4003

Jacket colors

LSOH Grey RAL 7022PE Black RAL 9005 LSOH Light Grey RAL 7037

Standard

Optional

Available colors

D-DATACOM (ACCORDING TO DIN VDE 0888 & IEC 60304) - Fibers

1-12 1 2 3 4 5 6 7 8 9 10 11 12

Code

Color red violet

13-24 13 14 15 16 17 18 19 20 21 22 23 24

Code

Color red violet
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   |    DATACOM EXO-G0 CABLES

EXO-G0

Version
Fiber 
qty

Fibers 
per 
tube

Ø ± 5% 
[mm]

Nominal 
weight LSOH 

± 5%  
[kg/km]

Max. tensile load [N]

Crush  
[N/10 cm]installation operation

1T x 2F

 

 
500

1T x 4F

1T x 6F

1T x 8F

1T x 12F

1T x 16F

1T x 18F

1T x 24F

Datacom ETR Compact design LSOH
Basic Rodent
Protection 
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Cable structure
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LSOH Jacket


