
Modulo45 outlet

KELine® datasheet

mechanical properties

®

floor / duct-mounted
flush-mounted
wall-mounted

P/N: 601120
P/N: 601120-UP
P/N: 601120-AP

  -
45x45 mm
white RAL9010
shiny

81x81 mm
45x45 mm
white RAL9010
shiny

81x81 mm
45x45 mm
white RAL9010
shiny

Dimensions

outlet floor / duct-mounted flush-mounted wall-mounted

Surface
Color

frame
central module

n     designed for 2 keystone jacks RJ45
n     angled entry 
n     each port protected with a dust-proof shutter
n     duct-mounted outlets are fully compliant with Legrand Mosaic single and dual frames  P/N 078802 + 080251, 078804 + 080252,
        078806 + 080253, 078808 + 080254
n     floor / duct-mounted outlets are suitable for duct and channel systems of other manufacturers such as Legrand, OBO Bettermann, 
        Elektraplan Niedax, etc

features

required installation depth                   

 

P/N keystone jack flush-mounted wall-mounted

 

KEJ-C6A-S-HD
KEJ-C6A-S-10G
KEJ-C6A-S-HD 90
KEJ-CEA-S-10G
KEJ-C6-S-TL
KEJ-C6-U-TL
KEJ-C6-U-WH
KEJ-C5E-S-TL
KEJ-C5E-U-TL
KEJ-C5E-U-WH

25 mm
30 mm
20 mm
30 mm
30 mm
25 mm
20 mm
30 mm
25 mm
20 mm

floor / duct-mounted

-
-
-
-
-
-
-
-
-
-

25 mm
30 mm
20 mm
30 mm
30 mm
25 mm
20 mm
30 mm
25 mm
20 mm


